
A summary of  the requirements  
for your pool and pool barrier   

as per the adopted                                                 
Local Additions & Addenda. 

What is considered a pool?  

 
Our focus is to provide                            

safe and timely services for the       
citizens of  unincorporated Maricopa 

County so they may responsibly                          
develop and enjoy real property.   

All fishponds, spas and other contained bodies of water, 
either above or below ground level, being greater than  
18 inches in depth and/or wider than 8 feet at any two 
measured points, shall require a barrier.  Except foun-
tains less than 12” deep. 
 

Pool Location  
 
Pools must not be located within the required front yard 
of the property. 
 
Pools must be set back at least 3 feet from all property 
lines. 

Permits  
 
Permits for outdoor swimming pool barriers must be 
ISSUED prior to installing the barrier, plastering the 
pool and/or filling the pool with water. 

Residential  
Pool & Barrier 
Requirements   501 N. 44th Street  

2nd Floor 
 Phoenix, AZ  85008 

602-506-3301 
 
 

Monday —Friday, 8:00 a.m. - 5:00 p.m.  
 
 

  PLANNING & DEVELOPMENT 
www.maricopa.gov/planning    602-506-3301 

 
 

  AIR QUALITY for dust permits 
www.maricopa.gov/aq             602-506-6010 
 
 

  FLOOD CONTROL for floodplain  
clearances and elevation certificates 
www.fcd.maricopa.gov             602-506-1501 
 
  

  ENVIRONMENTAL SERVICES      
for septic and well permits      
www.maricopa.gov/envsvc     602-506-6824 
 

 DEPARTMENT of  
    TRANSPORTATION  (MCDOT)  
For right of way and easements                      
www.mcdot.maricopa.gov        602-506-8600  

Maricopa County  
Planning & Development 
(602) 506-3301 

http://az-maricopacounty.civicplus.com/797/Planning-Development
http://az-maricopacounty.civicplus.com/1244/Air-Quality
http://az-maricopacounty.civicplus.com/3847/Flood-Control-District
http://az-maricopacounty.civicplus.com/631/Environmental-Services
http://az-maricopacounty.civicplus.com/156/MCDOT


Wrought Iron Pool Fence 
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IMPORTANT ITEMS TO THOSE 

LISTED ABOVE: 
 
Chain link or other type of fencing must not 
allow the passage of a 1 3/4” sphere.  Chain 
link must be at eleven gauge or greater. 
 
Any self-latching mechanism less than 54” 
must be on the pool side of the gate and at 
least 3” below the top of the gate. 
 
Owner must ensure entire barrier is main-
tained and that no section may be altered or 
removed except to reconstruct, repair or re-
place the barrier. 

 

 If the house, garage or a wall of a structure comprises 
part of the pool barrier and the subject wall contains a 
door providing direct access to the pool area, a sepa-
rate barrier shall be installed between the door and the 
pool.  
 
Note:  The building official may approve the substitu-
tion of a separate pool barrier gate for those access 
doors with an alarm that sounds continuously for a 
minimum of 30 seconds at a level not less than 85 
decibels within 7 seconds of the door and its screen, if 
present, being opened. 
 
The alarm shall automatically reset under all condi-
tions. The alarm system shall be equipped with a man-
ual means such as a touchpad or bypass, to temporari-
ly deactivate the alarm for a single opening. Such de-
activation shall last no longer than 15 seconds.  
 
The deactivation touchpad or bypass shall be located 
at least 54” above the threshold of the door.  The 
alarm shall not be equipped with an ON/OFF switch. 

Access & pedestrian gates 
must be self-closing, self-
latching and open AWAY 

from pool Latch @ 54 “ or greater 

Top of barrier  
shall be at 60” 
above finished 

grade on  
exterior side. 

For a solid base 
grade, such as  
concrete, the  

vertical clearance 
may be 4”. 

Decorative design work that allows for easy climbing 
on the exterior barrier is PROHIBITED. 

4” maximum  
spacing for 

wrought iron; oth-
erwise, the barrier 

shall not allow 
passage of             

1-3/4”sphere. 

 
 
 

WINDOWS WITH ACCESS:  
 
A window facing a pool enclosure shall be equipped 
with a mesh screen and a lock and key that restrict 
opening the window to no more than 4” or a latching 
device 54” above the floor. 
 
Emergency escape or rescue windows must be 
equipped with a latching device of at least 54” from 
the floor. 

ALARMS 

www.maricopa.gov/planning 

http://az-maricopacounty.civicplus.com/797/Planning-Development

